20000528.ba v02_n903.bam.20000528 


>From ???@??? Sun May 28 18:15:08 2000 -0500 

Message-Id: <200005282312.e4SNCeLO03092Q@sco.theporch. com> 
Date: Sun, 28 May 2000 18:12:13 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2903 


BOATANCHORS Digest 2903 
Topics covered in this issue include: 


1) Re: Re Signal Corps Serial nu 
by "Hue Miller" <kargokult@proaxis.com> 
2) Re: Signal Corps Serial numbers 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
3) Dayton Pictures 
by knepper <knepper@lenzlink.net> 
4) SB301/401 and accessories again 
by gpewitt <gpewitt@execpc.com> 
5) TBY-7 
by gpewitt <gpewitt@execpc.com> 
6) Re SCR-183 
by philip mccoy <dgnova@erols.com> 
7) Re: TBY-7 
by "Mike B. Feher" <n4fs@monmouth. com> 
8) Dayton 2000 Pictures 
by knepper <knepper@lenzlink.net> 
9) Manual copy of TMC FRR-49 
by gpewitt <gpewitt@execpc.com> 
10) A small voice restored 
by MODSTEPH@ACS.EKU.EDU 
11) GPR-90 Dial Alignment 
by "Grant Youngman" <ng5t@home.com> 
12) 6R-HH2 
by "Ray" <rcmorris@mars.ark.com> 
13) High Voltage cleanup 
by Michael N HoN Hopkins <mnhopkins@juno.com> 
14) IR - ST-14 rectifier 
by Robert Kemp <rkemp@mr.net> 
15) Re: High Voltage cleanup 
by Arden Allen <gumbear@pacbell.net> 
16) ADMINISTRIVIA: Posting Admin Requests 
by listown@jackatak.theporch.com (Mail List Owner) 
17) ‘military standard' RTTY for the ham bands... 
by David Ross <ross@hypertools.com> 
18) HELP -- GPR-90 Part Needed 


by "Grant Youngman" <nq5t@home.com> 
19) Re: HELP -- GPR-90 Part Needed 
by "Mike B. Feher" <n4fs@monmouth. com> 
20) Need R-391 autotune head 
by plmills@attglobal.net 
21) Cap tester FS 
by Bob Roehrig <broehrig@admin. aurora. edu> 
22) WTB: TBX Hand gen. Bag 10028A 
by Paul Thekan <Paul.Thekan@eimac.cpili.com> 


Message-ID: <0Q02a01bfc7£8$4e53e100$8cc36ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Re Signal Corps Serial nu 
Date: Sat, 27 May 2000 09:26:25 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


sas Original Message----- 

From: William Donzelli <aw288@osfn.org> 

|> I assume Aircraft Radio designed the units. Is this true ? 

| 

|That I do not know. I have heard that Stromberg Carlson had a hand in the 
|design of the SCR-AA-183. 


Ditto me. I have seen a couple photos of the 
Stromberg unit, and its architecture resembles 

the 183 receiver a good deal. I was just recently 
looking at a low-res photo of this thing (where do 
these things hide when i call them?) and it has 

a tune cable going pretty close to where the 
SCR-183's goes, but above it instead of a disc 
dial there's an escutcheon, like on the front of 

a RAX or Hallicrafter S-40 or such over their 
frequency dial discs. In addition, i see some 

kind of port on the side, about the size of a coil 
pack, but doesn't seem to protrude out at all 

but seems flush, and this on the LEFT side, 

not right. Actually, quite a nice looking set. 

Hue Miller 


Date: Sat, 27 May 2000 14:38:19 -0400 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: Re: Signal Corps Serial numbers 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200005271438_MC2-A6A9-6CO1@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Group, 


I have listed in the database: 


BC-Ax-152 Receiver 

BC-Ax-155 Receiver 

BC-Ax-163 Amplifier 

BC-Ax-167 Receiver 

BC-Ax-169 Radio Tuner 

BC-Ax-170 Radio Tuner 

BC-Ax-173 Transmitter 

BC-Ax-179 Receiver 

BC-Ax-180 Transmitter 

BC-Ax-197 Monitoring Receiver P/O SCR-243 


Plus all of the ones previously mentioned. 
No further info. 


Robert Downs 
WA5CAB 
Houston 


Message-ID: <39302383.A0C479D7@lenzlink.net> 

Date: Sat, 27 May 2000 15:35:31 -0400 

From: knepper <knepper@lenzlink.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: "COLLINS@LISTSERV.TEMPE.GOV" <COLLINS@LISTSERV.TEMPE.GOV>, 
Marvin Born <mborn@wbns.com>, Old Tube Radios <boatanchors@theporch.com>, 
Rod Blocksome <rkblocks@plutonium.net>, 
"thurtelljh@aol.com" <thurtelljh@aol.com> 

Subject: Dayton Pictures 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


If you will go to the CRA website below, I have, thanks to Tom Jenkins, 


placed some pictures of Dayton2000, including the Collins Forum with Rod 
Blocksome's presentation notes that I know you will want to save for 
reference. Tom Jenkins informs me that he may alter the size the 
pictures. When I saw them for the first time today (they have been 
there for several days now) I thought that they turned out great. Now 
that I have a new Olympus digital camera, I can't restrain myself! 


You will need to click on the "Collins Album" section. 

Also, we are going to move forward with filling up the "Collins For 
Sale" section with parts vendors, reproduction vendors, members parts 
listings etc. Look for this very shortly. 


Thank you. 


David Knepper - W3ST 

Publisher of the Collins Journal 

Secretary of the Collins Radio Association 
Club Station - W3CRA 

http: //www.citipage.com/collins/ 


Message-Id: <4.3.1.2.20000527153629 .00b25580@mail.execpc.com> 

Date: Sat, 27 May 2000 15:42:33 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: gpewitt <gpewitt@execpc.com> 

Subject: SB301/401 and accessories again 

Cc: AMRadio@listbot.com, boatanchors@theporch.com, forsale-swap@qth.net 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Folks, seems another buyer has backed out so the SB301, SB401, matching station 
console, and speaker are for sale again. 
All are in extra nice condition and are for sale as a set only. 


SB301 $125.00 

SB401 125.00 

Console 75.00 

Speaker 50.00 

Total $375.00 plus shipping 
73 Gary 


Gary Pewitt N9ZSV/AE gpewitt@execpc.com 

6120 W. Calumet Rd. Apt. 204, Milwaukee, WI 53223 
414 355 8147 home 414 297 4307 work 

Sturgeon's Law "Ninety percent of everything is crap." 


Message-Id: <4.3.1.2.20000527154248 .0Q0aeae30@mail.execpc.com> 

Date: Sat, 27 May 2000 15:57:13 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: gpewitt <gpewitt@execpc.com> 

Subject: TBY-7 

Cc: boatanchors@theporch.com, Boatanchors@Listserv.Tempe.Gov, r390@qth.net, 
T-368_BC610@onelist.com, AMRadio@listbot.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Folks, I was the high bidder on that e place for a mystery transceiver 
(mystery to me anyway). 

When it got here I saw it was a TBY-7. A very cute little 
transmitter/receiver in incredibly good 

condition. It even has the spare tubes inside and the allen wrench. 

What little I think I know about it: 

30 to 80 mc range 

1/2 watt output 

battery powered 

used for ship to shore work, probably on amphibious landings. 

uses acorn tubes. 

There is a nicely printed 4 page guide to converting it to 10m and 6m use and 
crystal control tucked inside. As a reward for reading this I will copy it 
for anyone who wants it. 

What I don't know about it is mostly everything. 

Anyone have a manual or good copy? Can anyone tell me more about the rig 
and what 

accessories I would need to use it? Or just some interesting stories? 

I see a posting on the net about battery boxes for it. What is that 
rotary gadget on the left 

side? A whip antenna holder? 

Just what I needed, another toy to support. Oh well, at least it's old 
enough to be interesting. 

73 Gary 


Gary Pewitt N9ZSV/AE gpewitt@execpc.com 

6120 W. Calumet Rd. Apt. 204, Milwaukee, WI 53223 
414 355 8147 home 414 297 4307 work 

Sturgeon's Law "Ninety percent of everything is crap." 


Message-ID: <39303D10.47431AE5@erols.com> 


Date: Sat, 27 May 2000 17:24:32 -0400 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re SCR-183 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Aircraft Radio made a commercial model of the receiver used in the 
SCR-A?-183 

It was described in "Electronics" magazine during 1932. 
Stromberg-Carlson 

did the actual manufacturing. There was also a description of it in QST 
magazine 

during this period. The commercial model used UX-224 tubes and 

ran from dry batteries. 


Philip McCoy dgnova@erols.com 


Message-ID: <0Q06401bfc827$660beacO$cd9ffeaI@n4fs> 
From: "Mike B. Feher" <n4f£s@monmouth.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com>, <Boatanchors@Listserv.Tempe.Gov>, 
<r390@qth.net>, <T-368_BC610@onelist.com>, <AMRadio@listbot.com> 
Subject: Re: TBY-7 
Date: Sat, 27 May 2000 18:03:23 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Just do not lick that brown looking paint on the front panel. It is radium. 
In other words be careful when attempting to clean it. The TBY is one of the 
hottest sets around, even worse than most of the Japanese sets and they used 
radium a lot. 73 - Mike 


Mike B. Feher, N4FS 
89 Arnold Blvd. 
Howell NJ, 07731 
(732) 901-9193 


> Folks, I was the high bidder on that e place for a mystery transceiver 
> (mystery to me anyway). 


> When it got here I saw it was a TBY-7 


Message-ID: <39305147.63D6087C@lenzlink.net> 

Date: Sat, 27 May 2000 18:50:47 -0400 

From: knepper <knepper@lenzlink.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: "COLLINS@LISTSERV.TEMPE.GOV" <COLLINS@LISTSERV.TEMPE.GOV>, 
Old Tube Radios <boatanchors@theporch. com> 

Subject: Dayton 2000 Pictures 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Thanks to Tom Jenkins, the CRA webmaster, the "Collins Album" section 
with the pictures from Dayton 2000 and Rod Blocksome's documentation has 
been fixed. Incidentally, the guy, named Dave is me. Sorry if I fogged 
up your monitor screen. I'll try to apply more makeup next time. 


Keep looking at the site for more developments. Also, if you click on 
the red "Collins Radio Association" banner, you will see the membership 
certificate that we send out. 


Thank you. 

David Knepper - W3ST 

Publisher of the Collins Journal 

Secretary of the Collins Radio Association 
Club Station - W3CRA 

http: //www.citipage.com/collins/ 


Message-Id: <4.3.1.2.20000527184943 .00b31ce0@mail.execpc.com> 

Date: Sat, 27 May 2000 18:53:47 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: gpewitt <gpewitt@execpc.com> 

Subject: Manual copy of TMC FRR-49 

Cc: Boatanchors@Listserv.Tempe.Gov, boatanchors@theporch.com, r390@qth.net, 
T-368_BC610@onelist.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Folks, I've made a copy of my manual for someone who's name and address 
I can't find. You know who you are so please send me your address. 

If anyone else wants a copy for postage costs let me know. It will 

fit in a priority mail envelope and so will cost $3.20. 

Cool looking radio with those plug in tuning drawers. And TMC sure made 
nice stuff. 


73 Gary 

Gary Pewitt N9ZSV/AE gpewitt@execpc.com 

6120 W. Calumet Rd. Apt. 204, Milwaukee, WI 53223 
414 355 8147 home 414 297 4307 work 

Sturgeon's Law "Ninety percent of everything is crap. 


Date: Sat, 27 May 2000 20:57:57 -0400 (EDT) 
From: MODSTEPH@ACS.EKU.EDU 

Subject: A small voice restored 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <Q1LJPWORO3902006E9R@ACS.EKU.EDU> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; CHARSET=US-ASCII 


Gang: 


With school over for the summer (yesterday) I finally 
had a chance to get back to my projectspile... and to a 
Knight 50 Watt Transmitter (that IS its actual name) that 
brother Ben K9KOM gave me to work on. Main problem was 
variable caps with bent plates (how do they DO that?) - 
now all nicely straightened out (no more shorts) - filter 
caps restored using Uncle Marty's famous process, and the 
mighty 807 is now putting out a solid almost-30 watts. 


A small thing perhaps, but a nice way to ease into 
the summer season. Now to get after a few others, like 
that Invader 2000, or the NC-303, or... well, you get the 
idea. 


Remember - "CX" the last Sunday in September, so use 
the hamfst season wisely... ;-) 


e hamfest season wisely! 


73, Al N5AIT 


From: "Grant Youngman" <nq5t@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sat, 27 May 2000 20:15:21 -0500 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Subject: GPR-90 Dial Alignment 
Message-ID: <39302CD9.2842.FB6E5CB@localhost> 


Gents ... 
I'm in the midst of reassembly of my cleaned and recapped GPR-90. 


During disassembly I found that the main tuning scale was loose on the 
shaft. The manual contains no information on proper positioning of the 
dial at either full mesh or full open of the main tuning cap. 


Does anyone have a maintenance book with the info? 


Could someone with a GPR-90 put the main tuning cap at full mesh and 
tell me where the main dial aligns with the pointer? 


Thanks ... Grant 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


Message-ID: <000501bfc84b$1eecc8c0$25984318@ccdt1.bc.wave.home.com> 
From: "Ray" <rcmorris@mars.ark.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 6R-HH2 
Date: Sat, 27 May 2000 19:19:10 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Greetings group, 


I've got a tube out of an Armaco stereo-amp which reads 6R-HH2 
on the envelope. 
It's not a misprint as the tube layout gives the same designation. I've 
seen a lot of tubes 
but never a 6R-HH2. Anyone have any ideas or an equivalent tube parameters 
so I can 
check this one of a kind? TIA 


TD ie tS aS, Ray........ VE7FBJ 


http: //mars.ark.com/~rcmorris/ 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: drakrat@aol.com 

Date: Sun, 28 May 2000 07:06:09 -0700 

Subject: High Voltage cleanup 

Message-ID: <20000528.070646. -420711.1.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Michael N HoN Hopkins <mnhopkins@juno. com> 


N5AIT reporting shorting tuning caps reminds me of something I want to 
try -- but not alone, so Summer with kids home might be a good time. My 
oldest, KC5FDL, is off to a Scout trip to Philmont, but he knows CPR so 
T'll wait for him for this: 


Old Salts didn't fool with variable cleanup, I'm told. they just loaded 
up a cap string to 4 or 5 KV and discharged it across the stator and 
rotor with full mesh. Said to vaporize troublesome little shorts that 
occur when you're at full mesh or a little beyond. 


Have a 7KV transformer and a box of electrolytics, so will try and post 
on it when the kid gets back -- or he can. 


ab5L -- Michael N. Hopkins MNHopkins@JUNO.com 
Box 226841, Dallas, TX 75222 
Archiving receive converters and the Golden Age of 6M -- 1956-58 


Message-ID: <393147B0.229AQ@mr.net> 

Date: Sun, 28 May 2000 09:22:08 -0700 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: IR - ST-14 rectifier 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Back to those solid state replacement rectifiers. ...dug out this one 
that shows "ST-14" IR (international Rectifier I believe) and then 
shows V-4 - This is the only markings on the unit.. 

Anyone have some data on this little unit....Octal plug in about 1" 
high. 

Would this replace the 5R4? 


Date: Sun, 28 May 2000 09:08:45 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: High Voltage cleanup 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFVAQ04SQ27A0B@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO0-8859-1 
Content-transfer-encoding: 7bit 


Hi Mike; 


Old Salts didn't fool with variable cleanup, I'm told. they just loaded 
up a cap string to 4 or 5 KV and discharged it across the stator and 
rotor with full mesh. Said to vaporize troublesome little shorts that 
occur when you're at full mesh or a little beyond. 


VV VV 


This sounds like something recommended by "Old Fools". Zapping a variable 
cap might be a practical method for clearing metal dendrites (metal hairs) 
or other conductive dust particles but NOT for *xmisaligned plates*x. The 
scoring of the plates caused by the heavy arc that would be necessary to 
get an open circuit would diminish the cap's voltage withstand capability. 
That would be nigh impossible to repair. You may even manage to weld the 
plates together! 


The CORRECT way to remedy plate misalignment is to xput them back into 
alignmentx. First wash the plates out with a non-lubricating solvent and 
blow as clean as possible while rotating the cap. Straightening the 
plates, depending on the cause of the misalignment, may be a challenging 
mental exercise as well as requiring good eyesight but no one I know has 
complained that restoring BA's was too easy. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <200005281615. e4SGFOhO8866@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Posting Admin Requests 

Date: Sun, 28 May 2000 11:15:00 CDT 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


If there is a problem with your email, i.e., the list suddenly stops coming 
to you, or if you have problems with someone else's mail, PLEASE address 
any questions to, and seek help from: 


listown@jackatak.theporch.com 


There is really no one on the list who can help you with a problem, 
and if I don't happen to see your post, nothing will happen, except 
you may irritate the other list members... needlessly. 


This is xespeciallyx true of the "XXXX YYYYY your mail is bouncing, please 
send me a good address" 


If your mail to this person is bouncing, in all likelihood, either you 
have the address a bit wrong, or s/he isn't receiving mail from ANYWHERE 
xespeciallyx not from the list, which is delivered as "Bulk!" 


Treat the list as a symposium. 

In such an environment, with many folks attending who have paid to be 
here, it is unlikely you would take up the symposium's resources to 
solve an individual problem with your seating... 


So, if you encounter a problem, PLEASE remember to send your questions 
to me, the one person who can help, at: 


listown@jackatak.theporch.com 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Sun May 28 11:15:00 CDT 2000 


Message-ID: <39314953.E5584D53@hypertools.com> 

Date: Sun, 28 May 2000 09:29:07 -0700 

From: David Ross <ross@hypertools.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ‘military standard’ RTTY for the ham bands... 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


BAfolks - 


In the opinion of the group, what is the 'most standard' military RTTY 


scheme? 


I'd like to come up with some kind of generally accepted scheme for 
users of military surplus radioteletype gear - one which will allow the 
greatest number of users of the widest variety of military radios & 
teletypes to use their old military RTTY gear on the ham bands in the 
most hassle-free way possible. 


Given the looser requirements for HF amateur privileges lately, we can 
expect to see many more folks with an interest in military surplus 
radios trying to get their funny old military RTTY gear on the air (and 
yep I'm one of ‘em...). 

I believe it would benefit all concerned if there was some sort of 
loose (please read as "very_very_extremely_loose") standard for getting 
military RTTY gear on the air and having some hope of communicating with 
other like-minded folks. 


My guess is that this would be some variant of 850CPS shift, since 
that seems to be the common thread of military RTTY ops since the early 
‘50s. Beyond suggesting that, I can only offer up a listing of what 
scheme works with which radios, and then ask "What scheme will work 
easily & well for the largest number of us?" and "What scheme will 
accommodate the least capable military RTTY gear & least agile military 
radios?". 


Here's a basic list of older military radios which work RTTY - it 
includes radios which I know about that are 'limited' in some way, 
either by constraints in the modem or in the radio itself. 

When I say ‘mark high' or 'mark low', bear in mind that I mean with 
respect to RF and not to audio frequency. 

Be aware that if the rf center frequency of your RTTY signal falls on 
a 1KC number (like 3585.000 KCs) then it is possible to swap from 'mark 
high' to 'mark low' (or vice versa) by merely swapping sidebands & then 
retuning. For instance, if you're using the common military audio tones 
of MARK = 1575 CPS & SPACE = 2425 CPS, then "3585 KCS USB MARK LOW" is 
the same as "3589 KCS LSB MARK HIGH", since the center frequency for 
both formats is 3587.000 KCs. (This is a real neat trick, since it can 
be done even if the radio(s) tune only in 1KC increments.) 

Also bear in mind that a lot of these old military radios work only 
USB. 


GRC-46 & CV-278 & MD-203 FSK mark high 
(The GRC-46 is a T-195/GRC-19 & an R-392 with RTTY accessories. 
Does real FSK but difficult/impossible to change to mark low.) 


GRC-106 & MD-522 combo USB only mark low 


(Basically the same radio as a VSC-1, VSC-2, & VSC-3, 

also used in the GRC-122 & GRC-142 variants. 

Can change to mark high with switch inside the MD-522 - time 
consuming and not something you want to do for every QSO. 

Old versions tune in 1KC steps, but receivers 

have a 'VERNIER TUNING' control. 

Difficult or maybe impossible to change to LSB) 


PRC-47 & CV-2455 combo USB only mark high 
(Can change to LSB & mark low with PRC-47 mechanical 
filter change - expensive & lots of work. 
The radio tunes only in 1KC steps.) 


TRC-75 & CV-786 combo USB or LSB mark high 
(Can run mark low by retuning & swapping sidebands - easy. 
The radio tunes only in 1KC steps.) 


TSC-15 & TGA-1 combo USB or LSB mark low 
(Can run mark high by retuning & swapping sidebands - easy. 
The radio tunes only in 1KC steps.) 


If you've got info on a rig not mentioned here, please let me know 
about it and provide basic specs if possible. I'll come up with REV. 2 
of the list after you do... 


The question here is this: How many folks are there who will put one 
of these rigs on the air, and what RTTY scheme works for those folks & 
their rigs? 


The GRC-46 radio set and the PRC-47 & CV-2455 combo are both ‘mark 
high' sets, and both are quite difficult (if not impossible) to change 
to 'mark low'. My guess is that they are both relatively uncommon as 
complete working RTTY sets. The questions of course are "How common are 
the radio sets?" and "Should the rest of the military radio world bend 
to accommodate them?". 


There are lots of other, more modern military radios which are of less 
concern here - the more modern stuff can generally do both USB & LSB 
and therefore adapt to either mark high or mark low schemes by simply 
Swapping sidebands & retuning. Also, any users of computer-based RTTY 
stations are already pretty adaptable to most any RTTY scheme -_ they 
can change pretty easily in order to accommodate those of us who persist 
in using goofy, non-agile old radios and greasy, noisy old teletype 
machinery... 


So who has any ideas about what tone frequencies & shifts to use? Any 


suggestions would be greatly appreciated. 


vy 73 
Dave Ross N7EPI ross@hypertools.com 


From: "Grant Youngman" <nq5t@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sun, 28 May 2000 14:34:43 -0500 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: HELP -- GPR-90 Part Needed 

Message-ID: <39312E83.21997 .13A58BC9@localhost> 


Gents ... 


Ah ... the GPR-90 was playing nicely. I was in the midst of 455Khz IF 
alignment. Half way through. The 400Hz modulation on the signal 
generator output was humming away in the speaker and on the scope. 


Ok, just need to loosen this little nut so I can adjust the bottom slug of T6. 
Gently now .. it turns ... what? ...something seems to slip .. silence. 


Silence? Aaargh. Silence. 


Ok, make it simple. Is there such a thing as a parts GPR-90 out there? I 
am now desperately in need of a new IF transformer, T6, part A-1039. 


The slip was the coil rotating and ripping the fine litz wire leads assunder. 
The nut holding the coil to the base was not snug. There's probably not 
much hope of actually repairing the transformer. 


If anyone can help with a GPR-90-series T6 (A-1039) it would be greatly 
appreciated. The same transformer is also used at T7 and T8. 


Thanks ... Grant 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


Message-ID: <0Q04701bfc8e7$e94cfa80$378abd18@Feher> 
From: "Mike B. Feher" <n4f£s@monmouth. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HELP -- GPR-90 Part Needed 
Date: Sun, 28 May 2000 16:56:09 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Grant - 


I have repaired several IF transformers where the litz wire deteriorated 
over the years. Typically from what I heard the type of flux used in the 
solder. In either case it can be done, so, do not give up. Chances of you 
fixing it is probably greater than finding a transformer. Good luck & 73 - 
Mike 


Mike B. Feher, N4FS 
89 Arnold Blvd. 
Howell NJ, 07731 
(732) 901-9193 


Message-ID: <39318A70.48BF6587@attglobal .net> 
Date: Sun, 28 May 2000 16:06:56 -0500 

From: plmills@attglobal.net 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need R-391 autotune head 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have a bad autotune head on my R-391 project....the pot 
metal casting is broken in addition to other problems. Does 
anyone have one to sell or trade? 


Date: Sun, 28 May 2000 18:04:42 -0500 (CDT) 
From: Bob Roehrig <broehrig@admin.aurora.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Cap tester FS 

Message-ID: <Pine.OSF.3.96.1000528175811.24912A-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I have a Heath IT-11 cap tester (which can also be used as a resistance 
bridge). Right now it does not appear to work. I replaced the blown 
fuse and the bad 6E5 eye tube, but it does not seem to measure a cap. 
B+ is present, that's all I can say. Anyone want it for $5.00 plus 
shipping? Looks like factory wired wiring quality. 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 
PLEASE PUT ALL REPLIES IN ASCII TEXT ONLY 


Message-Id: <4.2.0.58.20000528160741.00b9bc20@eimac.cpii.com> 
Date: Sun, 28 May 2000 16:11:06 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: WTB: TBX Hand gen. Bag 10028A 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hello to the group 


Would like to locate the 10028A bag for the TBX hand generator. Have a 
nice TBX gas generator cover for trade if interested. 


End of BOATANCHORS Digest 2903 
KKK KKK KKKKK IAAI KKK AKI AKEK KEK 


